
WAN emulation made easy™

The Linktropy� Mini from Apposite� Technologies is a portable, low cost WAN emulator, designed to 
emulate basic WAN conditions for customer and trade show demonstrations of networking products. 

The Linktropy Mini emulates wide-area network bandwidth, delay, jitter, packet loss, and other link 
impairments at speeds of up to 100 Mbps. Its small size and light weight make it easy to carry, while its 
fanless design and solid-state storage offer silent operation and high reliability.

An intuitive, browser-based interface not only makes installation and con� guration of the Linktropy Mini 
quick and easy, but also allows your audience to understand the WAN conditions at a glance and even 
adjust the test parameters themselves. A traf� c monitor displays throughput graphs and statistics, making 
it easy to see the results.
 

Linktropy Mini

Features
Easy to Use: The Linktropy Mini is a snap to install and 
con� gure. Just plug in the Ethernet cables, specify the link 
conditions, and begin the emulation. No software to install, 
no training needed. 

Bandwidth up to 100 Mbps: Emulate links of up to 100 
Mbps in each direction.

Delay up to 10 sec: Emulate latency from 1 ms. to 10 
seconds in each direction in a constant, normal, or uniform 
distribution.

Error Emulation: Specify loss as a packet loss rate, bit error 
rate, or both.

Emulate any WAN: Emulate terrestrial, wireless, internet, 
satellite or any other type of wide area network.

Traf� c Monitor: See a visual display of the current traf� c, 
including throughput graphs and link statistics.

Bridging/Routing: Install the Linktropy Mini as either a 
bridge or router.

Portable: Carry the Linktropy Mini with you. Its small size 
and light weight make it easy to take wherever you travel. 

Everything You Need: Everything you need to emulate a 
WAN is included in the compact Linktropy Mini. No additional 
hardware or software is required.




